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REMARKS 

Amendments are being made to claims 3-1 1, 14, 16,17, 19, 20, and 22 to remove their 
multiple dependencies. 

Please proceed to examine the application as amended herein. 



Respectfully submitted, 
PROSKAUER ROSE LLP 
Attorneys for Applicant(s) 



Date: November 13, 2001 

PROSKAUER ROSE LLP 

1585 Broadway 

New York, NY 10036 




Charles Guttman 
Reg. No. 29,161 



Tel: (212) 969-3000 



# # 



31000^3 J. S - 0520105 



Attorney Docket No. : 20496-312 

Amended Claims - Marked-Up Version 

3. (Amended) A method according to [one of the preceding claims] claim 1 , 
characterised in that in addition to the gaseous alloying constituent, inert gas is 
added by metering. 

4. (Amended) A method according to [one of the preceding claims] claim K 
characterised in that metered addition of the gaseous alloying constituent takes 
place irrespective of the inert gas. 

5. (Amended) A method according to [one of the preceding claims] claim h 
characterised in that metered addition of the gaseous component takes place by 
means of solid particles which contain the gaseous component in a bound form, 
with said particles when exposed to heat, releasing the gaseous alloying 
constituent at a known concentration. 

6. (Amended) A method according to [one of the preceding claims] claim U 
characterised in that the mean gas temperature is determined by measuring the 
temperature of the atmosphere contained in the vessel at least in one location, and 
on the basis of this measured temperature taking into account a previously 
empirically determined correlation, the mean gas temperature is determined. 

7. (Amended) A method according to [one of claims 1 to 5] claim L characterised 
in that the mean gas temperature is measured by means of a rise in pressure which 
is triggered in the vessel by a temporary addition of a known inert gas volume. 

8. (Amended) A method according to [one of the preceding claims] claim L 
characterised in that the gaseous component is nitrogen. 

9. (Amended) A method according to [one of the preceding claims] claim 1, 
characterised in that the inert gas is argon. 

1 0. (Amended) A method according to [one of the preceding claims] claim L 
characterised in that the metal alloy is a steel alloy. 
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11. 



(Amended) A method according to [one of claims 5 to 10] claim 5 . 
characterised in that the solid particles are added by metering in the form of 
powder or granulate. 




14. 



(Amended) A method according to [one of the preceding claims] claim h 
characterised in that the metal alloy is placed in the vessel in solid form and in 
that a remeltj n p n r oc or»s is car ried ou t in t hfi L Ygssel. 




16. (Amended) A method according to claim 14 [or 15], characterised in that the 
volume of the metal alloy remelted per unit of time is registered and taken into 
account when determining the quantity of the gaseous alloying constituent added 
by metering. 

1 7. (Amended) A device for implementing the method according to [one of claims 
1 to 16] claim L comprising 

a vessel for containing an atmosphere and a metal alloy at overpressure; 

a heating device by means of which a melt can be generated from the 
metal alloy; 



a metering device for feeding into the vessel an alloying constituent which 
in its normal state is gaseous. 

a metering device for feeding an inert gas into the vessel; 



a pressure sensor for registering the total pressure of the atmosphere 
contained in the vessel; 



a temperature sensor for registering the temperature of the atmosphere in 
at least one location; 
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a device for determining the concentrations of the inert gas and the 
gaseous alloying constituent in the atmosphere contained in the vessel; 

an evaluation unit which evaluates the total pressure, the temperature of 
the atmosphere and the concentrations of the inert gas and the gaseous alloying 
constituent; and 

a control device which controls the metering of the inert gas and the 
gaseous alloying constituent depending on the result of the evaluation of the 
evaluation device. 



(Amended) A device according to [one of claims 1 7 or 1 8] claim 17 , 
characterised in that the heating device is designed in the way of an induction 
fumace or an electric arc fumace. 

(Amended) A device according to [one of claims 17 to 19] claim 17 , 
characterised in that a metering device for feeding solid particles into the vessel is 
provided. 



(Amended) A device according to [one of of claims 17 to 21] claim 17, 
characterised in that a measuring device is provided which registers the melted 
volume of the metal alloy contained in the vessel, and in that during its 
evaluation, the evaluation device takes into account the value determined by the 



